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SUPPLIES

Triangles

1. Two red triangles are mandatory.

:  Boat Trailer Guide

GVM/NVM Speed _
GVMNVM information to be displayed on the The maximum permissable speed
left side of the trailer. (Not required for a light when towing a trailer is 100 kmv/hr

trailer - load capacity less than 550kg). To be
uniform shape and size (not less than 20mm high).
The Nett Vehicle Mass MUST MATCH the Nett

2. To be reflective both sides.

3. Length of sides: 42,5cm
4. To be marked with the manufacturer's name,
a serial number & year of manufacture.

Amber Tape
Continuous Amber reflective tape

(Honeycomb/Diamond grade) is required down
the sides of the trailer and towing vehicle if the

overall length exceeds 8 meters.

Mass (kg) appearing on the trailer’s licence disc.

Number Plate Light
Trailers are to be equipped with at least one white lamp capable of

iluminating the rear registration plate and is to be kept clean,
. undamaged, properly secured & in working condition. If you have
Rear Lights more than one light it is recommended that both are in working condition

Working amber indicator lights, red stop lights
& red tail lights are required. Areverse lightis

not required for a trailer — /’—7
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Trailer ‘T

Licence & 3rd Plate

The licence and insurance discs must be
displayed on the left of the trailer. The Third
Plate should be fitted in a conspicuous
position in a waterproof holder

: All trailers to display a White T (extreme right, front) &
Saﬂey cha'" Red T (extreme right, rear). Although not stated in
Asafety chain or cable should be coupled
be the trailer and motor vehide S1129/2015, we recommend that the letters be of
Honeycomb/Diamond grade tape. Must be placed
on a black background
Spare Wheel Warni ;
Aspare wheel that is the same size and Rear ming Slgns

construction is required for the trailer. It
should be inflated & have sufficient tread.

Projecting loads

If a vehicle’s load projects more than 600 mm beyond the back

of atrailer (I.e. Boat Motor)

1. Daylight hours (6:30am to 5:30pm) —a flag of bright red cloth,
at least “600 milimetres square” must be attached at the extreme
rear of the load

2 At night (5:30pm to 06:30am) — a bright red light must be attached
at the extreme rear of the load. A solid square or circular of refro
reflector (honeycomb), may be used instead of a bright red light.

We understand the red cloth should be 600mm x 600mm

Alight trailer (load capacity which does not exceed 550 kg) to
display continuous Red reflective tape (Honeycomb/Diamond
grade) at the rear of the vehicle, horizontally to within 400 mm
of each side of the trailer. Heavy trailers (load capacity
exceeding 550 kg) must be fitted with a rear waming sign (a
red/yellow chevron plate).
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Trailer Checklist
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SUPPLIES

»

EQUIPMENT

[ ] Condition of Tyres (including Spare)

[ | Triangles (pair)

[ ] Red Cloth (Day)

[] Red Light or Solid Red Reflector (Night)

Safety Chain

LIGHTS
[ ] Stoplights
[ ] Taillights

[ ] Registration plate light/s
(] Direction indicators

LIVERY

[ ] Amber Reflective Tape - Vehide

[ ] Amber Reflective Tape — Trailer

] GVM/NVM information (Heavy Trailer only)
[ | Trailer T—White

[ ] Trailer T—Red
[ ] Rear Waming Sign (Tape or Chevron)

LICENCES
[ ] Third Plate

[ Insurance disc
[ ] Licence disc

Big Sky accepts no responsibilty for any errors orommisions onthis st This is not a legal guide nor a complete list of reguilations from the Road Trafic Reguiiations.
Forfull information on any requiations please refer to the Road Traffic Reguilations of Zimbabwe




